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TECHNICAL INFORMATION

Part number PMLN8634A

Compatible radio Motorola R7Ex

Dimensions (L / W / H) 70mm / 55mm / 30mm (without clip)

Weight 174g

Housing material PA66

Operation temperature -30°C to +60°C

Storage temperature -25°C to +70°C

Flammability IEC 62368-1

Cable length 425 mm (resting position)

PTT adapter with Nexus connector

• ATEX and IECEx certified push-to-talk unit with 
Nexus jack connection for Motorola R7Ex

• Big and easy to use PTT-button with excellent 
tactile feel

• Robust crocodile type 360° rotatable clothing clip

• Powered from the radio

• IP65/67 rated

• Compatible with HS700Ex and HS750Ex headsets

• Made in Finland 

The product fulfills the requirements of the following Regulations 
and Directives:

Directive on the restriction of the use 
of certain hazardous substances in 
electrical and electronic equipment

2011/65/EU + (EU) 2015/863

Electromagnetic compatibility (EMC) 
Directive 2014/30/EU 

ATEX Directive 2014/34/EU

CE marking is based on the fulfilling of the requirements of the 
following Harmonized Standards:

IP Rating EN 60529
IP65, IP67

RoHS 63000:2018

EMC EN 301 489-1 V2.2.3
EN 301 489-5 V2.2.1
EN 55032:2015 + A11:2020  
EN 55035:2017 + A11:2020

ATEX / IECEx EN 60079-0:2018 / IEC 60079-0:2017
IEC  60079-11:2023  

Ex ib IIC T4 Gb 
Ex ib IIIC T130°C Db 
Ex ib I Mb
Ambient temperature range

II 2 G
II 2 D
I M2
-30°C to +60°C
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